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Przetacznik zarzadzalny
DGS-3630-52TC/SI 48xGE 4xSFP

4XSFP+

Cena brutto

Cena netto

Numer katalogowy

Kod producenta

Kod EAN

Zasilacz (switche)

Wentylator (switche)

Warstwa przetgczania (switche)
Tryb przekazywania

Port konsoli

Klasa przetacznika
Przepustowos¢ (switche Gbps)
Liczba portéw 10/100/1000 Mbps
Architektura sieci (switche)
Typ obudowy

Zarzadzanie, monitorowanie,
konfiguracja

Pobér mocy

Bezpieczenstwo

Waga
Wymiary
Data Act

Uwaga

14 766,99 zt

12 005,68 zt
NUDLISZ48000006
DGS-3630-52TC/SI/E
790069472114
Wewnetrzny

Tak

L3
Store-and-forward
Tak

Zarzadzalny

176

44

GigabitEthernet
Rack (Switche/UPS)

NTPv3/v4 Precision Time Protocol
(PTP) Web-based GUI Support
IPv4/IPv6 access Support SSL
(HTTPS) Command Line Interface
(CLI) Telnet Server for IPv4/IPv6
access Telnet Client for IPv4/IPv6
SNMP Support vl/v2c/v3 Support
IPv4/IPv6 access SNM

36

Port Security Supports up to 12K
MAC addresses per
port/VLAN/system
Broadcast/Multicast/Unicast
Storm Control D-Link Safeguard
Engine DHCP Server Screening
Dynamic ARP Inspection IP
Source Guard DHCP Snooping
IPv6 Snooping Dynamic ARP Insp

4.04
441 x 259.8 x 44 mm
D-Link - _DLI%

CE+WEEE
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PS COMPUTER Sp. z o.0.

Opis produktu

VLAN

Rozmiar ramki Jumbo

QoS

Obstuga ramek Jumbo

Bufor pakietéw

Liczba portéw COMBO

Rozmiar tablicy adreséw MAC
Predkos$¢ przekazywania (Mpps)
Liczba portéw SFP+

Mozliwos¢ taczenia w stos

Zastosowanie (switche)

Gigabitowe stakowalne zarzadzalne przetaczniki L3 Seria DGS3630.

802.1Q 802.1v Protocol-based
VLAN Double VLAN (Q-in-Q) Port-
based Q-in-Q Selective Q-in-Q
Port-based VLAN MAC-based
VLAN Subnet-based VLAN Private
VLAN VLAN Group Max. 4K VLAN
groups Max. 4094 VIDs Multicast
VLAN (ISM VLAN for IPv4/IPv6)

12

802.1p 8 queues per port Queue
Handling Strict Priority (SP)
Weighted Round Robin (WRR)
Strict + WRR Weighted Deficit
Round Robin (WDRR) Congestion
Control Weighted Random Early
Detection (WRED) 802.1Qbb
Priority-based Flow Control (PFC)
for 10 Gb

Tak

q

q
68000
130.95
q

Nie

Srednie i duze firmy (powyzej 16
portéw)
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